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(f) To enhance protection of life and
property it is mandatory that each
406.0-406.1 MHz EPIRB be registered
with NOAA before installation and
that information be kept up-to-date.
Therefore, in addition to the identifica-
tion plate or label requirements con-
tained in §§2.925 and 2.926 of this chap-
ter, each 406.0-406.1 MHz EPIRB must
be provided on the outside with a clear-
ly discernible permanent plate or label
containing the following statement:
“The owner of this 406.0-406.1 MHz
EPIRB must register the NOAA identi-
fication code contained on this label
with the National Oceanic and Atmos-
pheric Administration (NOAA) whose
address is: NOAA, NOAA/SARSAT Bea-
con Registration, E/SP3, Federal Build-
ing 4, Room 3320, 5200 Auth Road,
Suitland, MD 20746-4304.”’ Vessel own-
ers shall advise NOAA in writing upon
change of vessel or EPIRB ownership,
transfer of EPIRB to another vessel, or
any other change in registration infor-
mation. NOAA will provide registrants
with proof of registration and change
of registration postcards.

(g) For 406.0-406.1 MHz EPIRBs whose
identification code can be changed
after manufacture, the identification
code shown on the plate or label must
be easily replaceable using commonly
available tools.

[68 FR 46974, Aug. 7, 2003, as amended at 69
FR 64678, Nov. 8, 2004; 73 FR 4488, Jan. 25,
2008; 76 FR 67616, Nov. 2, 2011]

Subpart W—Global Maritime Dis-
fress and Safety System
(GMDSS)

GENERAL PROVISIONS

This subpart contains the rules applicable
to the Global Maritime Distress and Safety
System (GMDSS). Every ship of the United
States subject to part II of title III of the
Communications Act or the Safety Conven-
tion must comply with the provisions of this
subpart. The rules in this subpart are to be
read in conjunction with the applicable re-
quirements contained elsewhere in this part;
however, in case of conflict, the provisions of
this subpart shall govern with respect to the
GMDSS. For the purposes of this subpart,
distress and safety communications include
distress, urgency, and safety calls and mes-
sages.

SOURCE: 57 FR 9065, Mar. 16, 1992, unless
otherwise noted.

§80.1067

NOTE: No provision of this subpart is in-
tended to eliminate, or in anyway modify,
other requirements contained in this part
with respect to part IT of title III of the Com-
munications Act.

§80.1065 Applicability.

(a) The regulations contained within
this subpart apply to all passenger
ships regardless of size and cargo ships
of 300 tons gross tonnage and upwards.

(b) The requirements of this subpart
do not modify the requirements for
ships navigated on the Great Lakes or
small passenger boats. The require-
ments contained in the Agreement Be-
tween the United States of America
and Canada for Promotion of Safety on
the Great Lakes by Means of Radio,
1973, continue to apply (see subpart T
of this part). The requirements con-
tained in part III of title III of the
Communications Act continue to apply
(see subpart S of this part).

(c) No provision in this subpart is in-
tended to prevent the use by any ship,
survival craft, or person in distress, of
any means at their disposal to attract
attention, make known their position
and obtain help.

[67 FR 9065, Mar. 16, 1992, as amended at 60
FR 58245, Nov. 27, 1995; 60 FR 62927, Dec. 17,
1995; 73 FR 4489, Jan. 25, 2008]

§80.1067 Inspection of station.

(a) Ships must have the required
equipment inspected at Ileast once
every 12 months by an FCC-licensed
technician holding a GMDSS Radio
Maintainer’s License. If the ship passes
the inspection the technician will issue
a Safety Certificate. Safety Certifi-
cates may be obtained from the Com-
mission’s National Call Center at 1-888—
CALL FCC (1-888-225-5322) or from its
field offices. The effective date of the
ship Safety Certificate is the date the
station is found to be in compliance or
not later than one business day later.
The FCC-licensed technician must use
the latest FCC Information Bulletin,
How to Conduct a GMDSS Inspection.
Contact the FCC’s National Call Center
at 1-888-CALL FCC (1-888-225-5322) to
request a copy.

(b) Certificates issued in accordance
with the Safety Convention must be
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